ABC FARMS 
PREVENTATIVE MAINTENANCE SOP

CONTINUOUS FLUSH LINES
· Inspect flush lines from pump to flush tanks daily in breeding and farrowing houses.  
· Inspect same flush tanks for proper operation and overflow daily.
PIT RECHARGE OF GESTATION
· Pull standpipe to flush gestation pit weekly.
· Replace standpipe when pit is empty (usually 3-4 hours)
· Recharge pit by opening valve from flush pump line.  
· Inspect this line from valve to pit.  Make sure there are no leaks.
· Close valve when pit is running over standpipe (usually 24 hours).
LAGOON MANAGEMENT
· Visually inspect bank and berm daily.  Look for erosion.
· Keep bank and berm mowed as needed.
· Trees, bushes, etc. are not allowed to grow on berm or bank.
WASTE MANAGEMENT
· All recycle water lines, flush tanks and pumps will be monitored daily for malfunction.  This is done by farrowing house manager and breeding manager.
· All equipment related to waste irrigation will be monitored every 30-60 minutes during irrigation.  This would include pump, lines, risers, reel, reel hose and gun.
· Monitoring will be by farm manager or person designated to irrigate by farm manager.
· Farm manager will keep a written record of all malfunctions.
MORTALITY
· Farm manager will maintain phone system alarm for power and water failure.
· Farm manager will also maintain generator to power farm in power emergencies.
· Farm manager will maintain fire extinguishers in proper locations.  
· Farrowing and breeding managers will keep all electrical outlets, electrical boxes clean from any debris.
· In any catastrophic loss, farm manager will notify proper authorities listed in Emergency Action Plan located in firebox in office.
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